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KEY FEATURES:
• Rechargeable lithium battery - 6.6Ah
• Intrinsically safe LED floodlights for use in 
 hazardous areas 
• Explosion proof 
• High powered SEOUL LED
• Mount on stand or magnetic feet
• High strength aluminium housing
• Compact, ideal for confined spaces

CERTIFICATION:
- ATEX ZONE 1, 21
- ATEX ZONE 2 & 22
- Rohs
- IECEx
- IK 08
- ABS
- IP66
- CE
- Ex db op is II C T* Gb
- Ex tb op is IIIC T* Db

LIGHT
OUTPUT

1400
LUMENS

20
METRES

10hrs

PRODUCT CODE: NSSAFA-FLASTAND (With Stand)
NSSAFA-FLAMAG (Magnetic Feet)

IP66 RATING
DIMENSIONS

210mm
x182mm
282mm

SAFATEX FLR
ATEX Rechargeable Portable LED Floodlight, 2100 lumens
The SAFATEX FLR is a portable, intrinsically safe rechargeable LED floodlight for use in zones 1, 2, 21 & 22 
hazardous areas. This explosion proof floodlight is both compact and easy to use, offering an impressive 10 
hours run time. This floodlight comes complete with magnetic feet or stainless steel stand.

Choice of Bases 
Magnetic Feet or 

Stainless Steel Stand

ZONES
 1

DUST
ZONES

21

RUN TIMES

Beam

2 MODELS AVAILABLE:
SAFATEX FLR - 1400 Lumens - 10W

2100
LUMENS

30
METRES

6hrs

SAFATEX FLR-X - 2100 Lumens - 15W

RECHARGEABLE

BATTERY

LITHIUM

TIME 3-5HRS

CHARGING

WATERPROOF

PRODUCT CODE: NSSAFA-FLASTAND-X (With Stand)
NSSAFA-FLAMAG-X (Magnetic Feet)

OR
• Stainless Steel Tripod
• 3.6 metres maximum height

Optional accessories:
SPTRIPODSS

Formally known as NSEX1400R/-MAG

IP66 
RATING

NEW


