
149

PRODUCT LIST

CRI >80Ra / CCT 3000K CRI >90Ra / CCT 3000K

Pinta In-track model Driver LED Lumen Reflector Grey White Black Grey White Black

Cost Efficient 350mA 1702lm 15° 2.17.3088 2.17.3092 2.17.3096

Cost Efficient 350mA 1702lm 24° 2.17.3089 2.17.3093 2.17.3097

Cost Efficient 350mA 1702lm 36° 2.17.3090 2.17.3094 2.17.3098

Cost Efficient 350mA 1702lm 60° 2.17.3091 2.17.3095 2.17.3099

Cost Efficient 350mA 2054lm 15° 2.17.3064 2.17.3068 2.17.3072

Cost Efficient 350mA 2054lm 24° 2.17.3065 2.17.3069 2.17.3073

Cost Efficient 350mA 2054lm 36° 2.17.3066 2.17.3070 2.17.3074

Cost Efficient 350mA 2054lm 60° 2.17.3067 2.17.3071 2.17.3075

Cost Efficient 500mA 2394lm 15° 2.17.3100 2.17.3104 2.17.3108

Cost Efficient 500mA 2394lm 24° 2.17.3101 2.17.3105 2.17.3109

Cost Efficient 500mA 2394lm 36° 2.17.3102 2.17.3106 2.17.3110

Cost Efficient 500mA 2394lm 60° 2.17.3103 2.17.3107 2.17.3111

Energy Efficient 500mA 2513lm 15° 2.17.3172 2.17.3176 2.17.3180

Energy Efficient 500mA 2513lm 24° 2.17.3173 2.17.3177 2.17.3181

Energy Efficient 500mA 2513lm 36° 2.17.3174 2.17.3178 2.17.3182

Energy Efficient 500mA 2513lm 60° 2.17.3175 2.17.3179 2.17.3183

Cost Efficient 500mA 2890lm 15° 2.17.3076 2.17.3080 2.17.3084

Cost Efficient 500mA 2890lm 24° 2.17.3077 2.17.3081 2.17.3085

Cost Efficient 500mA 2890lm 36° 2.17.3078 2.17.3082 2.17.3086

Cost Efficient 500mA 2890lm 60° 2.17.3079 2.17.3083 2.17.3087

Energy Efficient 500mA 2970lm 15° 2.17.3160 2.17.3164 2.17.3168

Energy Efficient 500mA 2970lm 24° 2.17.3161 2.17.3165 2.17.3169

Energy Efficient 500mA 2970lm 36° 2.17.3162 2.17.3166 2.17.3170

Energy Efficient 500mA 2970lm 60° 2.17.3163 2.17.3167 2.17.3171

Cost Efficient 700mA 3238lm 15° 2.17.2703 2.17.2707 2.17.2711

Cost Efficient 700mA 3238lm 24° 2.17.2704 2.17.2708 2.17.2712

Cost Efficient 700mA 3238lm 36° 2.17.2705 2.17.2709 2.17.2713

Cost Efficient 700mA 3238lm 60° 2.17.2706 2.17.2710 2.17.2714

Energy Efficient 700mA 3491lm 15° 2.17.2811 2.17.2815 2.17.2819

Energy Efficient 700mA 3491lm 24° 2.17.2812 2.17.2816 2.17.2820

Energy Efficient 700mA 3491lm 36° 2.17.2813 2.17.2817 2.17.2821

Energy Efficient 700mA 3491lm 60° 2.17.2814 2.17.2818 2.17.2822

Cost Efficient 700mA 3911lm 15° 2.17.2679 2.17.2683 2.17.2687

Cost Efficient 700mA 3911lm 24° 2.17.2680 2.17.2684 2.17.2688

Cost Efficient 700mA 3911lm 36° 2.17.2681 2.17.2685 2.17.2689

Cost Efficient 700mA 3911lm 60° 2.17.2682 2.17.2686 2.17.2690

Energy Efficient 700mA 4092lm 15° 2.17.2775 2.17.2779 2.17.2783

Energy Efficient 700mA 4092lm 24° 2.17.2776 2.17.2780 2.17.2784

Energy Efficient 700mA 4092lm 36° 2.17.2777 2.17.2781 2.17.2785

Energy Efficient 700mA 4092lm 60° 2.17.2778 2.17.2782 2.17.2786

Cost Efficient 900mA 3976lm 15° 2.17.2715 2.17.2719 2.17.2723

Cost Efficient 900mA 3976lm 24° 2.17.2716 2.17.2720 2.17.2724

Cost Efficient 900mA 3976lm 36° 2.17.2717 2.17.2721 2.17.2725

Cost Efficient 900mA 3976lm 60° 2.17.2718 2.17.2722 2.17.2726


