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AVAILABLE BEAM ANGLES

Article No. Description

5.14.0193 Reflector 15° for Pinta In-track

5.14.0194 Reflector 24° for Pinta In-track

5.14.0195 Reflector 36° for Pinta In-track

5.14.0196 Reflector 60° for Pinta In-track

ALSO AVAILABLE

Article No. Description

See page 186 3-Phase Tracks and accessories

228

14

125Ø 100

PRODUCT LIST

CRI >90Ra / CCT 3500K CRI >90Ra / CCT 4000K

Pinta In-track model Driver LED Lumen Reflector Grey White Black Grey White Black

Energy Efficient PW 700mA 3727Lm 15° 2.17.2883 2.17.2887 2.17.2891

Energy Efficient PW 700mA 3727Lm 24° 2.17.2884 2.17.2888 2.17.2892

Energy Efficient PW 700mA 3727Lm 36° 2.17.2885 2.17.2889 2.17.2893

Energy Efficient PW 700mA 3727Lm 60° 2.17.2886 2.17.2890 2.17.2894

Cost Efficient PW 900mA 4184Lm 15° 2.17.2932 2.17.2936 2.17.2940

Cost Efficient PW 900mA 4184Lm 24° 2.17.2933 2.17.2937 2.17.2941

Cost Efficient PW 900mA 4184Lm 36° 2.17.2934 2.17.2938 2.17.2942

Cost Efficient PW 900mA 4184Lm 60° 2.17.2935 2.17.2939 2.17.2943

Cost Efficient PW 900mA 4293Lm 15° 2.17.2763 2.17.2767 2.17.2772

Cost Efficient PW 900mA 4293Lm 24° 2.17.2764 2.17.2768 2.17.2773

Cost Efficient PW 900mA 4293Lm 36° 2.17.2765 2.17.2769 2.17.2774

Cost Efficient PW 900mA 4293Lm 60° 2.17.2766 2.17.2770

Energy Efficient PW 900mA 4637Lm 15° 2.17.2895 2.17.2899 2.17.2903

Energy Efficient PW 900mA 4637Lm 24° 2.17.2896 2.17.2900 2.17.2904

Energy Efficient PW 900mA 4637Lm 36° 2.17.2897 2.17.2901 2.17.2905

Energy Efficient PW 900mA 4637Lm 60° 2.17.2898 2.17.2902 2.17.2906

Energy Efficient PW 1050mA 5241Lm 15° 2.17.2907 2.17.2911 2.17.2915

Energy Efficient PW 1050mA 5241Lm 24° 2.17.2908 2.17.2912 2.17.2916

Energy Efficient PW 1050mA 5241Lm 36° 2.17.2909 2.17.2913 2.17.2917

Energy Efficient PW 1050mA 5241Lm 60° 2.17.2910 2.17.2914 2.17.2918


