magnetic pockets D magolink D

Sie kdnnen nur bis zu einem bestimmten MaB drucken oder wollen fir aktu-
elle Angebote nur einen Teil der Grafik wechseln? Mit unseren cleveren Ban-
ner-Verbindern geht auch das! Einfach die Banner mit der silber eloxierten
magnetischen Leiste verbinden und schon kann jeder Teil fiir sich beliebig
getauscht werden.

Tolle Prospekttaschen aus transparentem Acryl zur Befestigung im Sand-
wich-System: einfach Banner zwischen Riickseite und Prospekttasche mit
Magnet einklemmen. Empfohlen fiir die Verwendung mit steifem, starkeren
Bannermaterial.
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Great brochure pockets made of transparent acrylic: simply clamp the ban-
ner with magnets between pocket and rear magnetic part. We recommend
the use with stiff, stronger banner materials.

You can print only up to a certain size or you need to change only a part of the
banner for marketing reasons? Thanks to our smart banner connectors - yes
you can! Simply connect the banners with the silver anodized magnetic pro-
file, allowing you now to exchange both parts separately.

gpluzion
1 i ]

B:"ia’}l’lﬁﬂl
faccial®

information

R s
IR -"

"h

150mm
180mm

@ video online

code pe/box price/box
0 MGSMTNCH  pocket for name cards horizontal 1

° MGSMTAGLV pocket A6 vertical 1 A
© MGSMTA5V pocket A5 vertical 1

Praktische Transporttasche fiir Stangen und Basis. Ein Kécher (max.
#80mm) fir den Bannertransport kann mit Spanngurten befestigt werden.

Convenient transport bag for display bars and base. A tube [max. 880mm] @ _@
for banner transport can be fixed with tension belts.

e« P metal strips for banner p. 261

Banner: 550mm | 800mm | 950mm
profile: 555mm | 805mm | 955mm
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Silber eloxierte Aluminiumprofile , integrierte
spritzgussverbinder
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Silver anodized aluminium extrusions, integrated magnet technicque,
synthetic die-casted connectors.
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code pc/box price/box
o MMLK550 mymago link 550mm 1 A
code pc/box price/box ° MMLK800 mymago link 800mm 1 A
O MMBAG transport bag 1 A @ MMLK950 mymago link 950mm 1 A
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