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GROUND LEVELING 

- In case of an uneven ground, the stepper can be adjusted with the ground leveling

mechanism so that the stepper stands solidly on the ground.

- Turn the plastic caps on the rear base unit until ground contact occurs on both sides.

Exploded drawing 
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Parts list 
Parts list Parts list 

No. Description Number No. Description Number 

1 Main frame lower part 1 29 Washer 2 
2 Nut (M10) 2 30 Hexaaon bolt 1 
3 Curved washer 2 31 Safetv oin 1 
4 Rear base unii 1 32 Cord orotection 5 
5 Base unit cap 2 33 Hexaaon bolt 2 
6 Cross head screw 4 34 Handle cover, bottom part 2 
7 Transoortation wheels 2 35 Cover caos 2 
8 Carrier screw 2 36 Handle, bottom oart 1 
9 Buffer 2 37 Drink bottle 1 
10 Cross head screw 4 38 Hand pulse sensor (top) 2 
11 Washer 4 39 Handle, upper part 1 
12 Pedal (R+Ll 2 40 Comouter 1 
13 Allen screw 2 41 Hand oulse cord 1 
14 Washer 5 42 Bolt 2 
15 Nylon nut 5 43 Cross head screw 6 
16 Cover 2 44 Hand pulse sensor (bottom) 2 
17 Allen screw 5 45 Handle cover, upper part 2 
18 Washer 4 46 Plastic cover 5 
19 End cao 2 47 Washer 2 
20 Sleeve 6 48 Sorina clio 2 
21 Hvdraulic cvlinder 2 49 Nut 2 
22 Pedal pipe 2 50 Sprinq clip 4 
23 Drink bottle holder 1 51 Main frame upper part 1 
24 Support frame 1 52 Sensor cord, center 1 
25 Maanet 1 53 Sensor cord, too 1 
26 Cross head screw (M5*10) 2 54 Cross head screw 2 
27 Sensor cord bottom, with sensor 1 55 Batterv 1.5 V/R03/AAA 2 
28 Nylon nut 1 
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