
GEBRUIKSAANWIJZING LED FILAMENT DIMSTABILISATOR

De Tradim dimstabilisator kan worden toegepast om het 
dimgedrag van 230V (filament) led lampen te verbeteren.

INSTALLATIE:
• Dimstabilisator alleen in spanningsloze toestand monteren!
• Plaats de dimstabilisator zo dicht mogelijk bij de lamp en parallel 

over de lamp
• Het beste resultaat is te verkrijgen met een R,C muurdimmer. Op 

onze website staan geschikte muurdimmers.

LEDFIX001

De fabrikant en/of leverancier is niet aansprakelijk voor schade veroorzaakt door verkeerd gebruik 
of onjuiste installatie van de dimmer. De garantietermijn is 2 jaar vanaf de aankoopdatum, aan te 

tonen door de dealer op uw aankoopbon. 
Versie NL 1.0 (14/03/22). Bewaar deze handleiding goed voor (her)installatie!
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USER MANUAL LED FILAMENT DIMMING STABILIZER

The Tradim dimming stabilizer can be applied to improve the 
dimming behaviour of 230V (filament) LED lamps.

INSTALLATION:
• Only install the dimming stabilizer when the power is switched off!
• Place the dimming stabilizer as close to the lamp as possible and 

parallel over the lamp.
• The best result is obtained with an R,C walldimmer. Check our 

website for suitable dimmers.

LEDFIX001

The manufacturer and/or supplier is not liable for damage caused by misuse or improper 
installation of the dimmer. The warranty period is 2 years from the date of purchase, to be 

demonstrated by the dealership on your purchase receipt. 
Version EN 1.0 (14/03/22). Keep this manual safe for (re)installation!
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