SQUARE OVERRUN DEVICE
with drawbar section straight 700 to 1,000 kg

TECHNOLOGY
Type 90 S/3-R4vers. B3 A
GA 700 to 1,000 kg
Perm. nose load 75 kg
Changeover relay lever:
OYes XNo

I

ECE test report no.:
Overrun device: 361-033-92
ECE type approval no.: —<25
Drawbar installation: E1 55R-01 0233
Drawbar: E1 55R-01 0388
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Max. free drawbar length at GA 1,000 kg: .30
1,100 mm
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L1 (See diagram)* L2

* Diagram see table of contents

SAP: AEKPL VKT 90S/3 M ZUGVERBNDG R4/B3

With coupling head AK 161 for wheel brake 1636G / 1637 / 2051 (90/27)

Dimension @ E'

Part no. Cinmm ‘ Ainmm

200618 01 730 1,357 20.3 = 25 10
200618 02 980 1,607 21.2 = 25 10
200618 03 1,140 1,767 221 - 25 10
200618 04 1,300 1,927 23.0 - 25 10
200618 05 1,460 2,087 23.9 = 25 10
200618 06 1,620 2,247 24.8 - 25 10
200618 07 1,780 2,407 25.7 - 25 10
200618 08 1,940 2,567 26.6 = 25 10
200618 09 2,100 2,727 21.5 = 25 10
200618 10 2,260 2,887 28.4 - 25 10
200618 11 2,420 3,047 29.3 = 25 10
200618 12 2,580 3,207 30.2 = 25 10
200618 13 2,740 3,367 31.1 - 25 10
200618 14 2,900 3,527 32.0 = 25 10
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