SQUARE OVERRUN DEVICE
with drawbar section cranked 700 to 1,000 kg

TECHNOLOGY

Type 90 /3 - K10 vers. A A
GA 700 to 1,000 kg 416 C
Perm. nose load 75 kg 105
Changeover relay lever: , 70 g 11 =)
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Overrun device: 361-0033-92
ECE type approval no.: L1

Drawbar installation: E1 55R-01 0233 o <25
Drawbar: E1 55R-01 2390

ECE test report no.: ] ik ‘
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Max. free drawbar length with GA 1,000 kg: ]
1,450 mm o ‘
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L1 (See diagram)* L2

* Diagram see table of contents

SAP: AE VKT 90S/3 M ZUGVER K10

With coupling head AK 161 for wheel brake 1636 G / 1637 / 2051 (90/27)

Dimension @ El I

Part no. Cinmm Ainmm

200614 01 1,380 2,005 26.5 = 20 10
200 614 02 1,540 2,165 27.8 = 20 10
20061403 1,700 2,325 29.2 - 20 10
200614 04 1,860 2,485 30.5 - 20 10
200614 05 2,020 2,645 31.9 = 20 10
200614 06 2180 2,805 33.2 - 20 10
200614 07 2,340 2,965 34.5 = 20 10
20061408 2,500 3,125 35.8 = 20 10
20061409 2,660 3,285 37.2 = 20 10
200614 10 2,820 3,445 38.5 = 20 10




