BRAKED AXLE 3,000 KG PLUS

205x6

TECHNOLOGY
Model:

Axle type:

Axle load:
Wheel brake:

PLUS

B 3000-2

SA 3,000 kg
3062 or 30818
(See table)

SAP: ACHSE GU LNGS GRM EA3000

Suspension:
Swing arm:

Wheel connection: 205x6
Wheel bearing:

e i A )

N

Hexagonal rubber suspension
3,000 kg, 175 mm

Tapered roller bearing
Rim centre hole: ~ Min. 161 mm

B 3000-2 Single axle Front axle
Wheel nuts M 18x1.5 with top hat profile and fixing bolts
Ball [&] [@]
Wheel brake Wheel brake Single axle in kg
30818 3062 30818 3062 30818 3062
OHF in BC in Axle Axle Axle Axle
mm mm cpl. cpl. cpl. cpl.
1,570 1,100 1212 403 1213663 1212 404 1213664 130 120 20
1,770 1,300 1223400 1223402 1223404 1223406 133 123 20
1,970 1,500 1223 401 1223403 1223405 1223407 136 126 20
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SCOPE OF DELIVERY SURFAGE TREATMENT ACCESSORIES
| Single axle adapter bracket welded on | Axle profile hot-dip galvanised | Shock absorber

I Compensation profile | Wheel brakes dip primed black (see table of contents)
| Bowden cable loose
| Wheel nuts mounted
Min. 235 L
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