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Elinchrom Flash Unit Enter Update Mode Requirements Information

D-Lite RX ONE

Hold Modeling button and Power-up button and 
switch the Elinchrom flash unit ON until the LED 
shows “Ud” then release the buttons.

Updater Software
https://www.elinchrom.com/sup-
port_downloads.php?q=softwar-
e+updater

Wireless update 
procedure via the 
Elinchrom Updater.

Follow the instructions 
on the Updater Software 
to update your Elinchrom 
unit.

D-Lite RX 200 / 400

BRX 250 / 500

FRX 200 / 400

Master RX 600

Ranger Quadra RX (AS)

Ranger Quadra Hybrid

Switch the Unit OFF, hold the Modeling button 
and press also ON until the display shows “Ud”.

ELC Pro HD 500 / 1000

Switch the Unit OFF, hold the USER button and press also 
ON until the display shows “firmware update“.

 

The Update process must run twice, there are 2 Micro controller to be updated.

ELB 400
Connect the unit via the USB cable to your computer.

Updater Software
https://www.elinchrom.com/sup-
port_downloads.php?q=softwar-
e+updater

Update via USB 
connector and the 
Elinchrom Updater

ELB 1200
Connect the unit via the USB cable to your computer.

ELB 500 TTL The “Update Mode“ is not required, just connect 
the USB cable to the device and the computer and 
start the Updater.Transmitter Pro / Plus HS

Download the Updater Software: 
https://www.elinchrom.com/support_downloads.php?q=software+updater

Firmware Release Notes:
https://www.elinchrom.com/support/firmware-release-notes.html

Firmware Update Elinchrom Flash Units 

September, 2019

Elinchrom Flash  Unit Enter Update Mode Requirements Information 

D-Lite RX One

Hold Modeling button and also Power-up button and 
switch the Elinchrom flash unit ON until the LED shows 
“Ud” then release the buttons 

+ + + hold 3 seconds

Updater UtilitǇ
ŚttpƐ͗ͬͬǁǁǁ͘eůŝŶĐŚrŽm͘ĐŽmͬ
ƐƵppŽrtͺĚŽǁŶůŽĂĚƐ͘pŚp͍
ƋсƐŽĨtǁĂreнƵpĚĂter

 н

 EL-Skyport USB Speed Mk-II 

Wireless Update procedure via tŚe 

�ůŝŶĐŚrŽm hpĚĂter

Follow the instructions to update your 

Elinchrom unit. 

D-Lite RX 200 / 400

BRX 250 / 500 

FRX 200 / 400 

Master RX 600 

EL-Skyport Universal Speed 

Press ON/OFF button for minimum 20 seconds until the 
LED flashes regularly. 

+ hold 20 seconds

Ranger Quadra RX (AS) Switch the Unit OFF, hold the Modeling button and 
press also ON until the display shows "Ud" 

++ 
hold 3 seconds

Ranger Quadra Hybrid 

ELC Pro HD 500 / 1000 

Switch the Unit OFF, hold the USER button and press 
also ON until the display shows "firmware update" 

+ + hold 3 seconds

hpĚĂter htŝůŝtǇ

+ 

 EL-Skyport USB Speed Mk-II 
EŽte͗ dŚe hpĚĂte prŽĐeƐƐ mƵƐt rƵŶ tǁŝĐe͕ 
tŚere Ăre tǁŽ DŝĐrŽ ĐŽŶtrŽůůer tŽ be ƵpĚĂteĚ͘

+ ++ hold 3 seconds
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D-Lite RX One

Hold Modeling button and also Power-up button and 
switch the Elinchrom flash unit ON until the LED shows 
“Ud” then release the buttons 

+ + + hold 3 seconds
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 EL-Skyport USB Speed Mk-II 

Wireless Update procedure via tŚe 

�ůŝŶĐŚrŽm hpĚĂter

Follow the instructions to update your 

Elinchrom unit. 

D-Lite RX 200 / 400

BRX 250 / 500 

FRX 200 / 400 

Master RX 600 

EL-Skyport Universal Speed 

Press ON/OFF button for minimum 20 seconds until the 
LED flashes regularly. 

+ hold 20 seconds

Ranger Quadra RX (AS) Switch the Unit OFF, hold the Modeling button and 
press also ON until the display shows "Ud" 

++ 
hold 3 seconds

Ranger Quadra Hybrid 

ELC Pro HD 500 / 1000 

Switch the Unit OFF, hold the USER button and press 
also ON until the display shows "firmware update" 

+ + hold 3 seconds

hpĚĂter htŝůŝtǇ

+ 
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D-Lite RX One

Hold Modeling button and also Power-up button and 
switch the Elinchrom flash unit ON until the LED shows 
“Ud” then release the buttons 

+ + + hold 3 seconds
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 EL-Skyport USB Speed Mk-II 

Wireless Update procedure via tŚe 

�ůŝŶĐŚrŽm hpĚĂter

Follow the instructions to update your 

Elinchrom unit. 

D-Lite RX 200 / 400

BRX 250 / 500 

FRX 200 / 400 

Master RX 600 

EL-Skyport Universal Speed 

Press ON/OFF button for minimum 20 seconds until the 
LED flashes regularly. 

+ hold 20 seconds

Ranger Quadra RX (AS) Switch the Unit OFF, hold the Modeling button and 
press also ON until the display shows "Ud" 

++ 
hold 3 seconds

Ranger Quadra Hybrid 

ELC Pro HD 500 / 1000 

Switch the Unit OFF, hold the USER button and press 
also ON until the display shows "firmware update" 

+ + hold 3 seconds

hpĚĂter htŝůŝtǇ

+ 

 EL-Skyport USB Speed Mk-II 
EŽte͗ dŚe hpĚĂte prŽĐeƐƐ mƵƐt rƵŶ tǁŝĐe͕ 
tŚere Ăre tǁŽ DŝĐrŽ ĐŽŶtrŽůůer tŽ be ƵpĚĂteĚ͘

+ + hold 3 seconds
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Follow the instructions to update your 

Elinchrom unit. 

D-Lite RX 200 / 400
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Master RX 600 

EL-Skyport Universal Speed 

Press ON/OFF button for minimum 20 seconds until the 
LED flashes regularly. 

+ hold 20 seconds

Ranger Quadra RX (AS) Switch the Unit OFF, hold the Modeling button and 
press also ON until the display shows "Ud" 

++ 
hold 3 seconds

Ranger Quadra Hybrid 

ELC Pro HD 500 / 1000 

Switch the Unit OFF, hold the USER button and press 
also ON until the display shows "firmware update" 

+ + hold 3 seconds
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switch the Elinchrom flash unit ON until the LED shows 
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 EL-Skyport USB Speed Mk-II 

Wireless Update procedure via tŚe 
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Follow the instructions to update your 

Elinchrom unit. 

D-Lite RX 200 / 400

BRX 250 / 500 

FRX 200 / 400 

Master RX 600 

EL-Skyport Universal Speed 

Press ON/OFF button for minimum 20 seconds until the 
LED flashes regularly. 

+ hold 20 seconds

Ranger Quadra RX (AS) Switch the Unit OFF, hold the Modeling button and 
press also ON until the display shows "Ud" 

++ 
hold 3 seconds

Ranger Quadra Hybrid 

ELC Pro HD 500 / 1000 

Switch the Unit OFF, hold the USER button and press 
also ON until the display shows "firmware update" 

+ + hold 3 seconds

hpĚĂter htŝůŝtǇ

+ 

 EL-Skyport USB Speed Mk-II 
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+ + hold 3 seconds
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Follow the instructions to update your 

Elinchrom unit. 

D-Lite RX 200 / 400

BRX 250 / 500 

FRX 200 / 400 

Master RX 600 

EL-Skyport Universal Speed 

Press ON/OFF button for minimum 20 seconds until the 
LED flashes regularly. 

+ hold 20 seconds

Ranger Quadra RX (AS) Switch the Unit OFF, hold the Modeling button and 
press also ON until the display shows "Ud" 

++ 
hold 3 seconds

Ranger Quadra Hybrid 

ELC Pro HD 500 / 1000 

Switch the Unit OFF, hold the USER button and press 
also ON until the display shows "firmware update" 

+ + hold 3 seconds
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Follow the instructions to update your 

Elinchrom unit. 

D-Lite RX 200 / 400

BRX 250 / 500 

FRX 200 / 400 

Master RX 600 

EL-Skyport Universal Speed 

Press ON/OFF button for minimum 20 seconds until the 
LED flashes regularly. 

+ hold 20 seconds

Ranger Quadra RX (AS) Switch the Unit OFF, hold the Modeling button and 
press also ON until the display shows "Ud" 

++ 
hold 3 seconds

Ranger Quadra Hybrid 

ELC Pro HD 500 / 1000 

Switch the Unit OFF, hold the USER button and press 
also ON until the display shows "firmware update" 

+ + hold 3 seconds

hpĚĂter htŝůŝtǇ

+ 

 EL-Skyport USB Speed Mk-II 
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Follow the instructions to update your 

Elinchrom unit. 
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Master RX 600 
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Press ON/OFF button for minimum 20 seconds until the 
LED flashes regularly. 
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ELB 400 
Connect the Unit via the USB cable to your computer 

+ + hold 3 seconds

Elinchrom Updater 

+ 
 USB Cable 
(USB-A to USB-Micro) 

Update via USB-connector and 
Elinchrom-Updater 

dŚe ΗhpĚĂte DŽĚeΗ ŝƐ ŶŽt reƋƵŝreĚ ĨŽr tŚe ĨŽůůŽǁŝŶŐ ĚeǀŝĐeƐ͕ ũƵƐt ĐŽŶŶeĐt tŚe hS� ĐĂbůe 
tŽ tŚe ĚeǀŝĐe ĂŶĚ tŚe ĐŽmpƵter ĂŶĚ ƐtĂrt tŚe Updater͗

v dransmitter WlƵs ,^
v dransmitter Wro
v E>� ϱϬϬ dd>

Updater ^oĨtware UtilitǇ͗
ŚttpƐ͗ͬͬǁǁǁ͘eůŝŶĐŚrŽm͘ĐŽmͬƐƵppŽrtͺĚŽǁŶůŽĂĚƐ͘pŚp͍ƋсƐŽĨtǁĂreнƵpĚĂter

Firmware Zelesae Eotes͗
ŚttpƐ͗ͬͬǁǁǁ͘eůŝŶĐŚrŽm͘ĐŽmͬƐƵppŽrtͬĨŝrmǁĂreͲreůeĂƐeͲŶŽteƐ͘Śtmů

+ + hold 3 seconds
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+

+

EL-Skyport USB RX Speed MkII

USB Cable
USB-A to USB-Micro
USB-A to USB-Mini for the Transmitter
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