
PRIVATE RESIDENCE BELGIUM

 CENO
 CEILING RECESSED 

 1.0 LED 2.0 LED 3.0 LED 

 LED 6W | 350mA  | 18V  2x LED 6W | 700mA  | 18V total  3x LED 6W | 700mA  | 27V total
 COB 3-step | excl. power supply  COB 3-step | excl. power supply  COB 3-step | excl. power supply 
 aluminium powder coated  aluminium powder coated   aluminium powder coated  

 0.12kg  IP20    35°  0.26kg  IP20    35°  0.39kg  IP20    35° 

   45-47    90°  350°    85  4-25     32x145     90°   350°     60  8-25    32x221     90°   350°     60  8-25

 ALWAYS USE  ALWAYS USE  ALWAYS USE 

 power supply  | 700mA (1 piece needed)  power supply  | 700mA (1 piece needed)

         code 
            166161W_
            166161G_
            166161B_
          166161K_
             166161Q_

         code 
            166261W_
            166261G_
            166261B_
          166261K_
             166261Q_

         code 
      166461W_
      166461G_
      166461B_
      166461K_
      166461Q_

  Light Colour    lumen    |    cri      code 
 2700K   440   |    >90      3 
 3000K   470   |    >90      5 
 1800-2700K    320   |    >95      9 

  Light Colour    lumen    |    cri      code 
 2700K   2x440   |    >90      3 
 3000K   2x470   |    >90      5 

  Light Colour    lumen    |    cri      code 
 2700K   3x440   |    >90      3 
 3000K   3x470   |    >90      5 

 more power supplies on page 695  more power supplies on page 697  more power supplies on page 697
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available from summer 2020

ø50

30

15440

 power supply  | 350mA

         code 
10W    dim              90223402 
10W    DALI             90243401

         code 
15W    dim                 90225502
20W    DALI                 90245602

         code 
20W    dim                 90225604
20W    DALI                 90245602

p. 347 p. 317

low recessed
depth

60 mm

only for 2.0 + 3.0 LED version

224 — 225




