
2 Megapixel IP Mini Camera

1/2.7" Progressive Scan CMOS

Compression 

H.265+/H.265/H.264+/H.264

3.7 mm Lens

Minimum illumination 0.025 Lux

WEB, CMS Software, Smartphone 

and NVR

Safire

IP camera

1/2.7" Progressive Scan CMOS

2 Megapixel (1920x1080)

3.7 mm Lens

Colour 0.025 Lux / B&W 0.005 Lux

Compression H.265+/H.265/H.264+/H.264

RJ-45 10/100 BaseT

WDR

WEB, CMS, Smartphone and NVR interface

ONVIF Compatible

SF-IPMC103AWH-2



Specifications

Brand SAFIRE

Image sensor 1/2.7" Progressive Scan CMOS

Resolution 2 Megapixel (1920x1080)

Main Stream rate 1080P / 720p (1 ~ 25 FPS))

Compression H.265+ / H.265 / H.264+ / H.264

Lens 3.7 mm

Minimum illumination Color 0.025 Lux / B/W 0.005 @ F1.2

Image improvements ROI, WDR 120dB, AWB, 3D-NR, MD, Mask, Mirror

Internal memory No

Alarms No

Audio 1 IN

Network interface Ethernet 10/100 BaseT

Remote access Web browser, Safire Control Center Smartphone App and PC Software

Interoperability ONVIF, PSIA, CGI

Power DC 12 V / 300 mA max.

Degree of protection Suitable for interior

Temp. operation -30º C ~ +60º C

Dimensions 39 (H) x 31 (W) x 31 (D) mm

Weight 93 g


