




More than dependable, beautiful as well

Automatic lens type 
detection
Placing the lens on the nosepiece activates 
the auto lens detection function to 
automatically determine the lens type and 
switch to the correct measuring mode.

Green measurement light
Green light close to the ISO standard gives 
more precise measurement values without 
Abbe number compensation.

Hartmann sensor with 
108 measurement points
The LM-7P/7 utilizes simultaneous measurement 
of 108 data points within the nosepiece. This 
advanced measurement principle allows faster 
and easier data acquisition with greater 
accuracy and reliability.

Distance

Unable to determine 
the direction of the 
reading point 
without moving the 
lens around.

Unable to detect 
the reading point 
immediately.

Instantly decides 
the direction of 
the reading point.

Distance

A
dd

iti
on

Detects the reading 
point immediately.
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LM-7P/7Conventional

LM-7P/7 Specifications
LM-7LM-7PModel

Measurement range
   Sphere (Spectacle lenses)
   Sphere (Contact lenses)
 
   Cylinder
 
   Axis
   ADD
 
   Prism

Prism mode
PD measurement
(Scale mode function)
UV transmittance

Measuring time
Measurable lens diameter
   Spectacle lenses
   Contact lenses
Measurable transmittance
Compensation function for 
high index lenses
Marking system
Wavelength / measuring point
Display

Printer
Interface

Power supply
Power consumption
Dimensions/mass

Standard accessories

Optional accessories

Not available

200 (W) x 240 (D) x 410 (H) mm / 3.7 kg
7.9 (W) x 9.4 (D) x 16.1 (H)" / 8.2 lbs.
Power cord, Dust cover, Nosepiece for contact lenses,
Measuring Progressive Power Lenses explanation guide

-25.00 to +25.00 D
-25.00 to +25.00 D (BC=6.00 to 9.00)
(0.01/0.06/0.12/0.25 D increments)
0.00 to ±10.00 D (-, MIX, +)
(0.01/0.06/0.12/0.25 D increments)
0 to 180º (1º increments)
+0.40 to +10.00 D (first add, second add)
(0.01/0.06/0.12/0.25 D increments)
0.00 to 20.00Δ
(0.01/0.06/0.12/0.25Δ increments)
Δ,    , Base in/out, Base up/down
15.0 to 42.5 mm (monocular), Single vision PD,
Progressive lens far vision PD
0 to 100% (1 or 5% increments) 
with central wavelength 365 nm (UV-A)
0.1 second ±10% (minimum)

ø20 to 120 mm
Larger than the inner diameter of the nosepiece (ø5 mm)
10% and more (20% and more for ±15.00 to ±25.00 D)
The Abbe number is changeable in the range of 20 to 60.

Ink cartridge type, Ink pad type (optional)
528 ±15 nm (green), 365 ±5 nm (UV) / 108 within nosepiece
5.7-inch color full graphic TFT-LCD,
640 x 480 dots with LED backlight
Thermal line printer with auto cutter (paper width: 58 mm)
RS-232C: 1 port
USB: 2 ports
LAN: 1 port (optional)
Wireless LAN (WLAN)* (optional)
100 to 240 V AC, 50/60 Hz
50 VA
200 (W) x 240 (D) x 410 (H) mm / 4.0 kg
7.9 (W) x 9.4 (D) x 16.1 (H)" / 8.8 lbs.
Power cord, Dust cover, Nosepiece for contact lenses,
Measuring Progressive Power Lenses explanation guide,
Printer paper
Ink cartridge (red, blue), Ink pad type marking unit (red, blue),
Communication cable (RS-232C, USB), LAN board, 
LAN communication cable, WLAN module, Foot switch, 
Barcode scanner, Magnetic card reader, Eye Care card

*Only for the countries (regions) certified by the Radio Law
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Product/model name: AUTO LENSMETER LM-7/LM-7P

Brochure and listed features of the device are intended for non-US practitioners.

Specifications may vary depending on circumstances in each country.

Specifications and design are subject to change without notice.

QR Code is a registered trademark of DENSO WAVE INCORPORATED.






