
The 3-in-one filtration system in DentAir 
offers exceptional efficiency both in terms 
of the speed at which air can be sanitised 
and the noise levels of the system. With a 
pre-filter, a HEPA 13 filter and an activated 
carbon layer working together, the quality  
of the air filtration is second to none. 

The pre-filter consists of an anti-bacterial 
fibre mesh fabric to capture and filter larger 
particles, such as skin flakes, hair and organic 
tooth material. The system then utilises the 
high-density ATP-HEPA antimicrobial peptide 
filter to remove smaller airborne matter, 
which is then passed through the carbon 
layer to eliminate harmful substances.  
The result is the removal 99.95% of particles 
larger than 0.3μm.

Superior filtration 
Carbon Layer

ATP-HEPA filter

Pre-filter

The filter is simple to twist off and change in just ten 
seconds. However, depending on the hours of usage,  
air quality and the location of your DentAir system,  
you should only need to replace your filter once a year. 
And, as it’s housed within the UVC chamber, the HEPA 
filter is sterilised before you handle it.
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DABD1-03 Air Purifier
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The DentAir system has a sleek and minimalist design, 
so it blends in perfectly into your surroundings, and is 
simple to use without disruption to your work. 

The digital display allows you to easily monitor and 
adjust your DentAir system at the touch of a button 
and shows you everything from air quality levels and 
speed, to humidity and temperature. With our state-
of-the-art app, you can monitor the air quality in your 
surgery remotely and record and save details on the 
Air Quality Audit – removing the burden of regulatory 
compliance.

The entire unit and touch panel are easily cleaned 
with a simple wipe down, and the remote control unit 
is magnetic, allowing for safe and hygienic storage.

Stylish & user-friendly design



Innovative app puts you in  
control wherever you are
The DentAir system is fully app-enabled on both IOS 
and Android and wirelessly connects to your device 
to keep a log of your surgery air quality. You are able 
to remotely control, activate and switch off your unit 
from the convenience of your smartphone. 

Air Quality Audit
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Specification 
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Noise: 28-65db

360 Inlets: Present

CADR: 600m3/hour

UVC lamp: 1 x 24W

Filters: » Pre-Filter, HEPA 13, Activated Carbon
» Pre-Filter: Non-woven Fabric Mesh
» HEPA Filter Efficiency is 99.95% at 0.3μm or larger

Control panel: Touchscreen + IR Remote

Fan Speeds: 4 + ReAKT Mode

App-Enabled: IOS & Android for Audit

ReAKT Technology: Laser-Guided

Motor Technology: NiDec Japan

Approvals: CE, EMC, LVD.



UK Headquarters:
The Barns Hilltop Farm  
Lyne Lane, Lyne, KT16 0AW 
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Meets requirements of the  
Medical Device Directive
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