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Nickel Plated 
Brass Adaptors

Male x Female Adaptors

Code A A1 L B CH

RL10/10X 1/8" 1/8" 22 6 14

RL10/10Y 1/8" 1/8" 42 6 14

RL13/13X 1/4" 1/4" 28 8 17

RL13/13Y 1/4" 1/4" 51 8 17

RL17/17X 3/8" 3/8" 32 9 22

RL21/21X 1/2" 1/2" 35 10 26

RL26/26X 3/4" 3/4" 50 12 30

RL33/33X 1" 1" 50 13 38
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2060
NIPPLO CONICO ORIENTABILE (3 pezzi) - TAPER NIPPLE (3 pieces)

A  B C D L CH1 CH2 
Conf.      
Pack.

 1/8 9 8.5 7.5 27 15 5 25

 1/4  11.5 9.5 11 33.5 19 6 25

 3/8  13 10 11.5 36.5 22 8 10

 1/2  16 12 14 45 27 12 10

 3/4  18 17 16.5 54 36 14 5

 1”  21.5 20 19 65 46 19 1

2050
RIDUZIONE CILINDRICA - REDUCER (PARALLEL)

 A  A1 B L CH 
Conf.       
Pack.

 M5  1/8 4 14.5 14 50

 1/8  1/8 6 17 14 50

 1/8  1/4 6 20.5 17 50

 1/8  3/8 6 21.5 22 25

 1/4  1/4 8 22.5 17  25

 1/4  3/8 8 23.5 22 25

 1/4  1/2 8 26.5 26 25

 3/8  3/8 9 24.5 22 25

 3/8  1/2 9 27.5 26 25

 1/2  1/2 10 28.5 26 25

 A  A1  L B CH 
Conf.      
Pack.

 1/8  1/8  22 6 14 25

 1/8  1/8 32 6 14 25

 1/8  1/8  42 6 14 25

 1/8  1/8  51  6 14 25

 1/4  1/4  28 8 17 25

 1/4  1/4  35 8 17 25

 1/4  1/4  51 8 17 25

 3/8  3/8  32 9 22 25

 1/2  1/2  35 10 26 25

ARTICOLO NON NICHELATO
ARTICLE NOT NICHEL-PLATED

2070
PROLUNGA CILINDRICA - EXTENSION (PARALLEL)

Temperatura minima / Minimum temperature: -20 °C
Temperatura massima / Maximum temperature: +80 °C

Pressione minima / Minimum pressure: -0.99 bar (-0.099 MPa)
Pressione massima / Maximum pressure: +50 bar (5 MPa)

2080
RIDUZIONE CONICA - REDUCER (TAPER)

 A  A1 B L CH 
Conf.        
Pack.

 1/4  1/8  11  16 14 50

 3/8  1/8 11.5 16.5 17 50

 1/2  1/8 14 19.5 22 25

 3/8  1/4 11.5 16.5 17 50

 1/2  1/4 14 19.5 22 25

 1/2  3/8 14 19.5 22 25

 3/4  3/8 16.5 23.5 27 25

 3/4  1/2 16.5 23.5 27 25

 1”  1/2 19 27.5 34 10

 1”  3/4 19 27.5 34 10

 1”1/4  1/2 22 31 45 10

  1”1/4  3/4 22 31 45 10 

  1”1/4  1” 22 31 45 10

 1”1/2  1” 22 32 50 5

 2”  1” 24 36 60 5

Codice
Code

0205000010WNB

0205000012WNB

020500001ATNB

0205000013WNB

0205000016WNB

0205000017WNB

0205000018WNB

 020500001ABNB

020500001ACNB

020500001AGNB

Codice
Code

020700001BHNB

020700001UPNB

020700001BINB

020700001UQNB

020700001URNB

020700001BLNB

020700001BMNB

020700001UTNB

020700001USNB

Codice
Code

0208000015WNB

0208000019WNB

020800001ADNB

020800001AANB

020800001AENB

020800001AFNB

020800001ALNB

020800001AMNB

020800001APNT

 020800001AQNT

020800001ARNT 

020800001AUNT

020800001AVNT

02080000182NT

02080000183NT

Codice
Code

0206000001

0206000002

0206000003

0206000004

0206000005

0206000006

CH2

CH1

A

CL

B

A

D
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2090
RIDUZIONE CILINDRICA - REDUCER (PARALLEL)

2095
RIDUZIONE CILINDRICA - REDUCER (PARALLEL)

2096
GHIERA - NUT

 A  A1 B L CH 
Conf.       
Pack.

 1/8  M5 6 10.5 14 50

 1/4  1/8 8 13 17 50

 3/8  1/8 9 14 19 25

 1/2  1/8 10 15.5 24 25

 3/8  1/4 9 14 19 25

 1/2  1/4 10 15.5 24 25

 1/2  3/8 10 15.5 24 25

 3/4  1/4 12 17,5 30 25

 3/4  3/8 12 17.5 30 25

 3/4  1/2 12 17.5 30 25

 A  A1  L
Conf.   
Pack.

 1/4  1/8 8 50

 3/8  1/4 9 50

 1/2  3/8 10 50

 3/4  1/2 14 25

 1”  3/4  20 25

ARTICOLO NON NICHELATO
ARTICLE NOT NICHEL-PLATED

 A L CH 
Conf.      
Pack.

 1/8 4.5 14 50

 1/4 5 17 50

 3/8 6 20 50

 1/2 6 24 50

2110
NIPPLO CONICO ORIENTABILE - ORIENTING NIPPLE (TAPER)

A

L

B

A

CH2

CH1

 A B CH1 CH2 L 
Conf.      
Pack.

  1/8 7.5 13 13 25 50

  1/4 11 16 15 33 25

  3/8 11.5 20 17 35.5 25

Temperatura minima / Minimum temperature: -20 °C
Temperatura massima / Maximum temperature: +80 °C

Pressione minima / Minimum pressure: -0.99 bar (-0.099 MPa)
Pressione massima / Maximum pressure: +15 bar (1.5 MPa)

Codice
Code

0209000010WNT

0209000015WNT

0209000019WNT

020900001ADNT

020900001AANT

020900001AENT

020900001AFNT

020900001EDNT

020900001ALNT

020900001AMNT

Codice
Code

0209500015W00

020950001AA00

020950001AF00

020950001AM00

020950001AQ00

Codice
Code

02096000102NB

02096000103NB

02096000104NB

02096000105NB

Codice
Code

0211000001

0211000002

0211000003

2092
RIDUZIONE CILINDRICA CON O-RING NBR - REDUCER (PARALLEL) WITH NBR O-RING

 A 

 B
  L

 

 A1 CH

A A1 B L CH
Conf.   
Pack.

  1/8 M5 5,4 9,4 13 50

 1/4 1/8 5,5 11,1 16 50

  3/8 1/8 6,5 12,6 20 25

  3/8 1/4 6,5 12,6 20 25

  1/2 1/4 9,6 14,6 25 25

  1/2 3/8 9,6 14,6 25 25

  3/4 1/2 11,1 16 34 25

Temperatura minima / Minimum temperature: -20 °C
Temperatura massima / Maximum temperature: +80 °C

Codice
Code

0209200001

0209200002

0209200003

0209200004

0209200005

0209200006

0209200007 
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 A  L CH   
Conf.        
Pack.

 M5  11 8   50

 1/8  15 14   50

 1/4  22 17   25

 3/8  24 22   25

 1/2  30 26   25

 3/4  32 32   25

 1’’   46 40   10

3000
MANICOTTO - SLEEVE

3010
MANICOTTO Dl RIDUZIONE - REDUCING SLEEVE

 A  A1  L CH  
Conf.        
Pack.

 M5  1/8  13 14  50

 1/8  1/4  19 17  50

 1/8  3/8  20 22  25

 1/8  1/2  24 24  25

 1/4  3/8  23 22  25

 1/4  1/2  25 24  25

 3/8  1/2  27.5 24  25

 1/2  3/4  30 30  25

 1/2  1”  39 40  10

 3/4  1”  41 40  10

3015
TAPPO MASCHIO CILINDRICO ESAGONO INCASSATO CON O-RING NBR - MALE PLUG (PARALLEL) WITH EXAGON EMBEDDED AND NBR O-RING

 A  B L D CH  
Conf.        
Pack.

 M5  4 6 8 2  50

 1/8  6 8.5 14 5  50

 1/4  8 11 17 6  50

 3/8  9 12.5 20 8  25

 1/2  10 13.5 25 10  25

 M8x1  5,4 8 12 4  50

 M10x1  6 8,5 14 5  50

 M12x1,25  8 11 15 6  50 

 3/4  11,1 15,5 34 17  25

 1”  11,8 16 38 19  10

Temperatura minima / Minimum temperature: -20 °C
Temperatura massima / Maximum temperature: +80 °C

 
Codice 
Code

030000001B5NB

03000000102NB

03000000103NB

03000000104NB

03000000105NB

03000000107NB

03000000109NB

 
Codice 
Code

0301000010WNB

030100001ATNB

0301000013WNB

0301000014WNB

0301000017WNB

0301000018WNB

030100001ACNB

030100001AHNB

030100001AINB

030100001ASNB

 
Codice 
Code

0301500005

0301500001

0301500002

0301500003

0301500004

0301500006

0301500007

0301500008

0301500009

0301500010

2115
NIPPLO CILINDRICO ORIENTABILE - ORIENTING NIPPLE [PARALLEL]

L

A

B

A

CH2

CH1

 A  B CH1 CH2 L  
Conf.        
Pack.

 1/8  6 13 13 24.5  50

 1/4  8 16 16 31  25

 3/8  9 20 18 34.5  25

Temperatura minima / Minimum temperature: -20 °C
Temperatura massima / Maximum temperature: +80 °C

Pressione minima / Minimum pressure: -0.99 bar (-0.099 MPa)
Pressione massima / Maximum pressure: +15 bar (1.5 MPa)

 
Codice 
Code

0211500001

0211500002

0211500003
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Swivel Connectors - Equal

Code A B CH1 CH2 L

2110-18 1/8" 7.5 13 13 25

2110-14 1/4" 11 16 15 33

2110-38 3/8" 11.5 20 17 35.5

Code A B CH1 CH2 L

2115-18 1/8" 6 13 13 24.5

2115-14 1/4" 8 16 16 31

2115-38 3/8" 9 20 18 34.5

Swivel Adaptos

Code
Thread 

G
Thread 

R
A A1 A2 NV NV1

SF10 1/8" 1/8" 27.7 10 7 14 14

SF13 1/4" 1/4" 31 11 8 14 17

SF17 3/8" 3/8" 36.5 13 10 17 21

SF21 1/2" 1/2" 42.5 16 12 22 26



info@iq-parts.nl
Harsweg 34A

 2461 EZ Ter Aar
T +31 252 624 126
The Netherlands


