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TorcTite
® 

with Lap Style Joint
Durable clamping performance for pipes, !ex and muf!ers.

Superior Clamp Load Capacity  |  Pre-Assembled |  Lap Style Joint |  Aluminized and 304 Stainless Steels  |  Diameter Range  2" – 6"

 TORCTITE ALUMINIZED LAP STYLE JOINT   

 Aluminized Steel Pre-Formed Band with Step

 High-Strength Plated Fasteners

 TORCTITE 304 SS LAP STYLE JOINT

 304 Stainless Steel Pre-Formed Band with Step

 High-Strength Plated Fasteners

 TORCTITE BRIGHT FINISH LAP STYLE JOINT      

 304 Stainless Steel Polished Pre-Formed Band with Step

 High-Strength Plated Fasteners

TORCTITE ALUMINIZED LAP STYLE JOINT Nominal Joint Diameter

Brand PN Global PN inches mm

L20AA 0368 0107 051 2 50.8

L22AA 0368 0103 056 2 1/4 57.2

L25AA 0368 0108 064 2 1/2 63.5

L27AA 0368 0103 069 2 3/4 69.9

L30AA 0368 0123 076 3 76.2

L35AA 0368 0107 089 3 1/2 88.9

L40AA 0368 0133 102 4 101.6

L45AA 0368 0115 114 4 1/2 114.3

L50AA 0368 0132 127 5 127.0

L60AA 0368 0112 152 6 152.4

TORCTITE 304 SS LAP STYLE JOINT Nominal Joint Diameter

Brand PN Global PN inches mm

L20SA 0368 0110 051 2 50.8

L22SA 0368 0103 057 2 1/4 57.2

L25SA 0368 0113 064 2 1/2 63.5

L27SA 0368 0105 070 2 3/4 69.9

L30SA 0368 0112 076 3 76.2

L35SA 0368 0110 089 3 1/2 88.9

L40SA 0368 0122 102 4 101.6

L45SA 0368 0112 114 4 1/2 114.3

L50SA 0368 0113 127 5 127.0

L60SA 0368 0110 152 6 152.4

TORCTITE BRIGHT FINISH LAP STYLE JOINT Nominal Joint Diameter

Brand PN Global PN inches mm

L40BA* 0368 0126 102* 4 101.6

L50BA* 0368 0110 127* 5 127.0

L60BA* 0368 0121 152* 6 152.4

52 MAX 47.5  
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