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Typical applications

•	 Industrial

•	 Passenger vehicle

•	 Commercial vehicle

•	 Air and water lines

•	 Hydraulic lines

The strong clamp for every situation

The Breeze Areo BG is the clamp of choice for applications that 

require a bit more power than the standard. It was designed to 

seal high presure connections transporting air, water or hydrailic 

medias. The BGV offers an innvoative quick-latch soltion for a 

1 	 High-strength Quadra-Lock housing construction

2 	 8mm hexagonal slotted screw

3 	 Lined band protects hose from damage

PE RFOR AT E D B A ND CL A MP S

BREE ZE AERO BG/BGV®

Advantages at a glance

•	 High performance

•	 Quick-latch closure available

•	 Inner liner which protects all types of hoses from damage 

•	 SAE Standard J1508 Type F

Materials

S40 S50 S60S10 S20 S30

(W1)

×*
(W4)

×

much faster mounting of the clamp.  An integral extension of the 

band as an inner liner protects soft-surface hose (silicone and 

others) from damage caused by extrusion or shearing through the 

band slots. 

3

2

1

*Classified by corrosion resistence. Band material S40/Screw material S10. According to DIN 
norm it is comparable to W2

Type of bands housing and screw

Breeze Areo BG		
•	 Hexagonal slotted screw permits 

use of various installation tools.

Breeze Areo BGV	 	

The quick-latch closing mechanism 

enables a much faster installation by 

opening the connection between 

screw and band.



Dimensions Specifications
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BREEZE AERO BGV 
Width Clamping ranges Clamping ranges S10 S40
(B mm) (D mm) (D in.) Product No. Product No.

Carbon screw 304 Stainless screw

14.3 25-40 1-1 9/16 0362 7001 033 0362 7010 033
30-45 1 3/16-1 3/4 0362 7001 038 0362 7010 038
35-50 1 3/8-2 0362 7001 043 0362 7010 043
40-60 1 9/16-2 3/8 0362 7001 050 0362 7010 050
50-70 2-2 3/4 0362 7001 060 0362 7010 060
60-80 2 3/8-3 1/8 0362 7001 070 0362 7010 070
70-90 2 3/4-3 9/16 0362 7001 080 0362 7010 080
80-100 3 1/8-4 0362 7001 090 0362 7010 090
90-110 3 1/2-4 3/8 0362 7001 100 0362 7010 100
100-120 4-4 3/4 0362 7001 110 0362 7010 110
110-130 4 3/8-5 1/8 0362 7001 120 0362 7010 120
120-140 4 3/4-5 1/2 0362 7001 130 0362 7010 130
130-150 5 1/8-5 7/8 0362 7001 140 0362 7010 140
140-160 5 1/2-6 1/4 0362 6001 150 0362 6010 150

BREEZE AERO BG
Width Clamping ranges Clamping ranges S10
(B mm) (D mm) (D in.) Product No.

Carbon screw

14.3 12-22 1/2-7/8 0362 7000 017
16-27 5/8-1 1/16 0362 7000 022
20-32 3/4-1 1/4 0362 7000 026
25-40 1-1 9/16 0362 7000 033
30-45 1 3/16-1 3/4 0362 7000 038
35-50 1 3/8-2 0362 7000 043
40-60 1 9/16-2 3/8 0362 7000 050
50-70 2-2 3/4 0362 7000 060
60-80 2 3/8-3 1/8 0362 7000 070
70-90 2 3/4-3 9/16 0362 7000 080
80-100 3 1/8-4 0362 7000 090
90-110 3 1/2-4 3/8 0362 7000 100
100-120 4-4 3/4 0362 7000 110
110-130 4 3/8-5 1/8 0362 7000 120
120-140 4 3/4-5 1/2 0362 7000 130
130-150 5 1/8-5 7/8 0362 7000 140
140-160 5 1/2-6 1/4 0362 6000 150
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AERO BG/BG-C clamps also available with quick latch from diameter 25mm - 40mm - use part number xxx-V

General Purpose Perforated Worm-Gear Hose Clamps

Breeze AERO BG/BGV®

An integral extension of the band as an inner liner protects 
soft-surface hose (silicone and others) from damage 
caused by extrusion or shearing through the band slots. 
Liner clamps afford maximum protection to soft hoses while 
providing a true concentric seal.

Standard 14,3mm (1/2”) band
8mm slotted hex head screw

Per SAE standard J1508 Type “F”

EFFECTIVE DIAMETER RANGE PART NUMBERS

       Effective diameter range	
Carbon Screw Stainless Steel Screw

Min. Max.

12 22 03627000017 03627009017

16 27 03627000022 03627009022

20 32 03627000026 03627009026

25 40 03627000033 03627009030

30 45 03627000038 03627009038

35 50 03627000043 03627009043

40 60 03627000050 03627009050

50 70 03627000060 03627009060

60 80 03627000070 03627009070

70 90 03627000080 03627009080

80 100 03627000090 03627009090

90 110 03627000100 03627009100

100 120 03627000110 pending

110 130 pending 03627009120

120 140 03627000130 pending

130 150 03627000140 pending

140 160 03626000150 03626009150



Ausführung: 

Schneckengewindeschelle

Bandbreite 14,3 mm

SW 8 mm

Gestanzte Bandperforation

Bandperforationsabdeckung

Optional mit Schnellverschluß

Band, Sattel und Gehäuse aus CrNi-Stahl

Schraube wahlweise in den Werkstoffqualitäten
Stahl verzinkt  (ZnNi (Cr VI-frei)) oder Edelstahl
rostfrei

Beschreibung: 

14,3 mm breite, vierteilige Hochleistungs-Schnecken-
gewindeschelle. Die in der DIN 3017 geforderten 
Bandzugskräfte werden in der Regel überschritten. 

Betriebsandrehmoment: 6 Nm 

Bruchmoment: > 9 Nm 

Typ BG : Werkstoffqualität W2 
Typ BGV : Werkstoffqualität W2, Schnellverschluß 
Typ BG-C : Werkstoffqualität W4 
Typ BGV-C : Werkstoffqualität W4, Schnellverschluß 

Flexibles dünnwandiges Band, sehr gleichmäßige Um-
fangskraftverteilung, hohe Bandzugskräfte (ca. 1800 N 
bei 6 Nm, ca. 2800 N vor Bruch) durch der Schrauben-
kontur angepasste Bandperforation. 

Durch die Bandperforationsabdeckung für weiche 
Schläuche (z.B. Silikon) geeignet. 

Einsatzbereiche: 

Bei hochbelasteten Verbindungen im Luft-, Was-
ser- und Hydraulikbereich in Industrie, Anlagen- 
und Fahrzeugbau

Für den allgemeinen Gebrauch im Handwerker- 
und Hausbereich

Breeze AERO BG/BGV® 
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