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The self-locking mechanism of the cable tie incorporates a stainless steel ball-bearing making it 
extremely secure once fastened.

Due to its design, the stainless steel cable tie is tamper-proof once it has been mounted.

Two different bandwidths are available, meaning that you can clamp up to 114kg, and in applications up to 
300mm in diameter.

* Please see pages 84 and 85 for further information regarding application tools.

W4  Band: Stainless steel (AISI-304) (A2) Ball: Stainless steel  (AISI-304) (A2)

4,50 x 33 11/64x1-19/64 03002001 4,50 33 130 46 100 8000

4,50 x 50 11/64x1-31/32 03002002 4,50 50 200 46 100 6000

4,50 x 76 11/64x2-63/64 03002003 4,50 76 300 46 100 5000

4,50 x 102 11/64x1-19/67 03002004 4,50 102 370 46 100 4500

4,50 x 156 11/64x6-9/64 03002005 4,50 156 520 46 100 2500

4,50 x 207 11/64x8-5/32 03002006 4,50 207 680 46 100 1000

4,50 x 245 11/64x9-41/64 03002007 4,50 245 840 46 100 4000

7,94 x 50 5/16x1-31/32 03002008 7,94 50 200 114 100 4000

7,94 x 76 5/16x2-63/64 03002009 7,94 76 300 114 100 4000

7,94 x 102 5/16x4-1/64 03002010 7,94 102 370 114 100 3000

7,94 x 135 5/16x5-5/16 03002011 7,94 135 450 114 100 2500

7,94 x 150 5/16x5-29/32 03002012 7,94 150 500 114 100 2500

7,94 x 207 5/16x8-5/32 03002013 7,94 207 680 114 100 2000

7,94 x 312 5/16x12-9/32 03002014 7,94 312 1020 114 100 500
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