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TIE-LOK® TIES

BAND-IT® Tie-Lok’ ties offer a unique
dimple lock with a smooth ID and a low
profile.

Provides fast, consistent and reliable clamping tension. Used in many
industries such as automotive, cable bundling and identification.

»  Strong patented dimple lock

e Locks under full tension - no slipback
Three Widths: 0.177 (4.49mm), 0.25" (6.35mm) and 0.325" (9.6mm)

* Available in type 304 and type 316 Stainless Steel to provide good
resistance to mild atmosphere, fresh water, UV rays and extreme
environments

¢ 316 Stainless Steel for extreme environments

* Forms a low profile single wrapped assembly to secure cables, hoses,
I.D. Tags, CV Boots, filter bags

Maximum
Diameter Minimum
Width Length Thickness | Single Wrap | Loop Tensile |Package|Application
Part No. [Material| In [ mm | In [ mm | In [ mm | In | mm |Strength (Lbs)|Quantity| Tools
Tie-Lok® Tie
AS2119 | 304SS [ 025 | 6.4 | 100 | 254 [0015] 038 | 2 51 250 100/Bag
AS2129 | 304SS | 025 | 6.4 | 165 | 419 [0015| 038 | 4 | 101 250 100/Bag
AS2139 | 304SS | 025 | 6.4 | 225 | 572 [0015| 038 | 6 | 152 250 100/Bag E?&LS
AS2149 | 304SS | 025 | 6.4 | 2900 | 737 |0015| 038 | 8 | 203 250 100/Bag er
AS2159 | 304SS | 025 | 6.4 | 350 | 889 [0015]| 038 | 10 | 254 250 100/Bag | A92079 —_—
AS4119 | 316SS | 025 | 6.4 | 100 | 254 |0.015]| 038 | 2 51 250 100/Bag |  IT1000
AS4129 | 316SS | 025 | 64 | 165 | 419 |[0015| 038 | 4 | 101 250 100/Bag ”3“"
AS4139 | 316SS | 025 | 6.4 | 225 | 572 [0015| 038 | 6 | 152 250 100/Bag
AS4149 | 316SS | 025 | 6.4 | 2900 | 737 [0015| 038 | 8 | 203 250 100/Bag —
AS4159 | 316SS | 025 | 6.4 | 350 | 889 [0015]| 038 | 10 | 254 250 100/Bag
AS6219 | 304SS [0375| 96 | 7.2 | 184 [0020] 051 [ 15 | 40 350 100/Bag
AS6229 | 304SS [0375| 9.6 | 100 | 254 [0.020]| 051 | 2 51 350 10029 | 1e000
AS6239 | 304SS [0375| 9.6 | 160 | 406 [0020] 051 | 4 | 101 350 100/Bag
AS6249 | 30455 |0375| 96 | 225 | 572 | 0020 | 051 | 6 | 152 350 100Bag| -3800
AS6259 | 304SS | 0375 96 0020] 051 | 8 350 100/Bag

* TL3800 to be used with 3/8" only.

Maximum
Wi i Diameter Minimum
idth Length Thickness | Single Wrap Loop Tensile |Package |Application
Part No. | Material | In mm In | mm In | mm In | mm_ | Strength (Lbs) | Quantity Tools
Mini Tie-Lok® Tie
AS2219 304SS | 0177 | 45 7 165 | 0.015 | 0.38 1 25 100 100/Bag
AS2229 304SS | 0177 | 45 10 254 |1 0.015| 0.38 2 51 100 100/Bag
AS2239 | 304SS | 0.177 | 4.5 16 406 | 0.015| 0.38 4 102 100 100/Bag
AS2249 304SS | 0177 | 45 22.5 572 | 0.015| 0.38 6 152 100 100/Bag
AS2259 | 304SS [0.177 | 45 29 | 737 |0.015| 0.38 8 203 100 100/Bag | A91079
AS4219 316SS | 0.177 | 45 7 165 | 0.015| 0.38 1 25 100 100/Bag | IT Series
AS4229 316SS | 0.177 | 45 10 254 | 0.015| 0.38 2 51 100 100/Bag
AS4239 | 316SS | 0.177 | 4.5 16 406 | 0.015| 0.38 4 102 100 100/Bag
AS4249 316SS | 0.177 | 45 22.5 572 | 0.015| 0.38 6 152 100 100/Bag
AS4259 | 316SS | 0.177 | 4.5 29 737 10.015| 0.38 8 203 100 100/Bag
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