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PN
mm ” mm m bar #

24212 4168-08019 19 3/4 30 1 6.9 2
24214 4168-08022 22 7/8 33 1 6.9 2
24216 4168-08025 25 1 36 1 6.9 2
24218 4168-08029 29 1 1/8 39 1 6.9 2
24220 4168-08032 32 1 1/4 42 1 6.9 2
24222 4168-08035 35 1 3/8 46 1 6.9 2
24224 4168-08038 38 1 1/2 49 1 6.9 2
24226 4168-08041 41 1 5/8 52 1 6 2
24228 4168-08044 44 1 3/4 55 1 5.3 2
24230 4168-08048 48 1 7/8 58 1 5.3 2
24232 4168-08051 51 2 61 1 4.2 2
24234 4168-08054 54 2 1/8 65 1 4.2 2
24236 4168-08057 57 2 1/4 68 1 4.2 2
24238 4168-08060 60 2 3/8 71 1 4.2 2
24240 4168-08064 64 2 1/2 74 1 4.2 2
24242 4168-08067 67 2 5/8 77 1 4.2 2
24244 4168-08070 70 2 3/4 81 1 4.2 2
24246 4168-08073 73 2 7/8 84 1 3.9 2
24248 4168-08076 76 3 87 1 1.8 2
24252 4168-08083 83 3 1/4 93 1 1.4 2

PRODUCT TYPE: COOLING SYSTEMS

RECOMMENDED FOR: Long-lasting service as radiator, heater, and coolant  
transfer hose in poorly-ventilated conditions. Ideal for  
general use on straight and slightly bent connections  
in heavy-duty applications such as buses,  
trucks and tractors.

RESISTANT TO: Weathering, ozone, cold-water leaks, heat,  
coolants and oil spots.

CONSTRUCTION: SHAPE: Straight

 TUBE: EPDM

 REINFORCEMENT: Polyester

 WIRE: -

 COVER: EPDM

STANDARDS: SAE NORM  SAE 20R1 type EC class D, 
 standard wall

 DIN NORM -

TEMPERATURE:

 -40°

°c

 

°c

135° 

°c

-

FLEETRUNNER™ GREEN STRIPE STRAIGHT HOSE
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FLEETRUNNER™ GREEN STRIPE STRAIGHT HOSE

PN
mm ” mm m bar #

24256 4168-08089 89 3 1/2 100 1 1.3 2
24264 4168-08102 102 4 112 1 0.8 2
24272 4168-08114 114 4 1/2 125 1 0.8 2
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