








oEX : Set shift light warning setting to oEX : Set shift light warning value from

ON. 6,000 RPM to 7,000 RPM.
ePress the Warning button to enter the ePress the Warning button to go back to
@ @ shift light warning setting. @ @ the main screen.

[\ [02 1] When set to OFF, it will directly
return to main screen.

A-i Zummy Zummv A-i Zdummy 7Zummv

Shiftlight
6000yrH

eExample : To set shift light warning
value to 7,000 RPM.

ePress the High beam button to select

@ ® desired setting value.

AL JaEEE 4 /\ Now the setting value will blink. ]
e I=8 Setting range :
‘-i oy S 4,000/ 4,500 /5,000 / 5,500 /
6,000/6,500/7,000/7,500/

ey iarmyend 8,000 / 8,500 / 9,000 / 9,500 /

10,000 RPM.
Default value : 6,000 RPM .

Shiftlinht
1IN |560004H<

N

3-8 The settings screen description

o’ T ENTE E » dioe 23:99 »

eSetting the main screen oClock screen eDate screen

oare 31.12

eHold the the TRIP button for 3 seconds on the main screen (setting entrance screen) to enter
the clock screen, and hold the the INFO button for 3 seconds to enter the setting screen. '
ePress the TRIP button once to select the setting screens for clock, date, backlight brightness, etc.

o) e

oExit eBacklight brightness screen

4-1 Clock setting

eThe main clock screen, press and Y
hold the INFO button for 3 seconds RIP gETlch 1 59" ¢EX : To set Time (minutes) value to
to enter the setting clock (hour) 71\ r 35 minutes.
screen. INFO ePress the TRIP button to choose
¥ select the desired value.
i ) /\ Now the setting value will blink. |
Sl ctiec 23 599 ‘f:o(;‘(’);ft Time (hour) value to NeiiE Minute seffing range - 00 ~ 59._]
1\ "
INFO ! ePress the TRIP button to choose v

. \V
select the desired value. SET el | 1 eExample : Set the minutes settings
. TR g cioex 152 395 - -
/\ Now the setting value will blink. | 71\ from 59 minutes to 35 minutes.
- NFO ePress and hold the INFO button

N for 3 seconds to return to the clock
SET S Pl eExample : Set the hour settings from screen.
TRIP -
a% GLOCK ’!? \59 23 o'clock to 15 o'clock. g

ePress and hold the INFO button for RIP oClock main screen.
3 seconds to enter the time (minutes) ePress the TRIP button once to enter
operation setting. INFO next setting.

2017-2020 version-wh077ba01d(P9-4)



4

-2 Date setting

—
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INFO

RN

eDate main screen, press and hold
the INFO button for 3 seconds to
enter the setting date (day) screen.

TRIP
FO

Y

oEX : To set date (day) value to 20

Y
HE 20—2055— \
1\

eExample : Set the date (month)
settings from December to May.

ePress and hold the INFO button for
3 seconds to enter the date (year)
operation setting.

-
4

SET
DATE

| 1\

RIP

days.

INFO ePress the TRIP button to choose
select the desired value.

/\ Now the setting value will blink.

TRIP oExa_mpIe : Set the date (day)
settings from 31st to 20th.

NFO ePress and hold the INFO button for

3 seconds to enter the date (month)
operation setting.

>2020=

oEX : To set date (year) value to
2028.

ePress the TRIP button to choose
select the desired value.

/\ Now the setting value will blink. |

TRIP
FO

oEX : To set date (month) value to
May.

ePress the TRIP button to choose
select the desired value.

eExample : Set the date (year)
settings from 2020 to 2028.

ePress and hold the INFO button
for 3 seconds to return to the main
date screen.

RIP
INFO

/\ Now the setting value will blink.

eDate main screen.
ePress the TRIP button once to enter
next setting.

TRIP|
NFO

SET | : |
BRIGHT 5
9

oEX : To set backlight brightness
value to 4.

ePress the TRIP button to choose
select the desired value.

= N

4 -4 Exit setting

TRIP|
NFO

BN

ePress and hold the INFO button
for 3 seconds to exit the screen
and return to the main screen.

5

Trouble shooting

eExample : Set the backlight brightness
settings from 5 to 4.

ePress the TRIP button once to enter
next setting.

N eMain menu.

The following situations do not necessarily indicate malfunction of the product. Check the following points, before contacting us.

Trouble

The meter doesn't work
when the power is on.

Check item

eThe power doesn't supply to the meter.
—Make sure the wiring is connected.

The wiring and fuse are not broken.
—The battery is broken or the battery is too
old to supply enough power (DC 12 V) to

make the meter work.

Trouble

The meter doesn’t appear
or appear incorrectly.

Check item

eEnsure whether the wiring is duly
connected. For any error code showed,
refer to the manual from the original
manufacturer.
e)May be a bad connection in the harness.
—Make sure the wires are connected
correctly.

XIf the problems still can’t be solved, contact our technical department for assistance.
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